Outline system specification
Vosseler Lite 2-60
Doc ref: V31130 
Date: 1 July 16
Vosseler Lite 2-60 glazed

· Trade Name:	Vosseler Lite 2-60
· [bookmark: _GoBack]Construction:	60mm wide minimal aluminium framed system.
· Supplier:		Vosseler (UK) Ltd
Eden House
Enterprise Way
EDENBRIDGE
Kent TN8 6HF

Tel: 01732 448130
e-mail: info@vosseler.co.uk
web: www.vosseler.co.uk
· Finish:		Powder coat in any RAL colour
			Anodised or polished & anodised 
· Module size:	Any up to 1500mm – dependent on access for glass	
· Glazing: 		Single or double glazed with 10mm or 12mm toughened glass
Or
10.4mm or 12.8mm laminate or acoustic laminate glass 
· Glass jointing: 	Silicone
			12mm H-section PETG plastic gasket joint
			2mm VHB clear tape
			Flush PETG clear plastic joint
· Head section:	60 x 25mm channel section to head track
· Deflection:	Up to +/- 25 mm with 60 x 100mm 2 part deflection head
· Base section:	60 x 25mm base with clip in glazing bead
· Doors:		Generally 1000mm module with 926mm door leaf in
rebated aluminium frame 60 x 50mm section
			Other configurations and specifications available:
· Double or leaf and a half doors in system frames
· Hardwood frames
· Matching over and side panels
· Flush framed assemblies
· Frameless glass doors
· Acoustics:	Up to Rw 42 dB
		- subject to glass specification
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